IOSIX OBD-1l DONGLE 105,

With the ability to transmit over WiFi, Bluetooth, USB (I0-2151) or RS-232
serial (10-2152), these models connect to a partner hardware peripheral
(camera, tablet, mobile, etc).

The compact design plugs directly into the SAE J1962 OBD-Il port found in
light-duty vehicles. It can also be used with all heavy=duty vehicles

that support SAE J1939 using an optional/adapter (sold sepqrately).

AL

uss RS-232 SERIAL BLUETOOTH LE

FEATURES

Optimized for low power operation

Over-, under-, and reverse-voltage protection exceeding automotive standards
ESD protection exceeding automotive standards

Two (2) full-color RGB LEDs for status indication

Dual-core 32-bit processor at 240MHz

Physical layer and protocol auto-detection/auto-bauding

Built-in flash memory

Support for I0SiX ELD APIs for Android and iOS

Support for I0SiX Advanced Vehicle Parameter Database

Provides advanced proprietary vehicle data (seatbelts, headlights, horns etc)

KEY SPECS

Built-in SAE J1962 Type B 16-Pin connector supporting 12V and 24V vehicles
3-axis accelerometer optional

WiFi 801.11b/g/n up to 150Mbps and simultaneous AP and Station modes
Bluetooth 4.2 Class 1

Supported Protocols

Material 3x Dual-wire CAN supporting IMbps
Polycarbonate SAE 15765 and ISO 14229
Dimensions single-wire CAN (GMLAN)
44x27x24mm ISO 9141 and 1SO 14230 (KWP)
Mass SAE J1850 PWM/VPW
99 SAE J1587
SAE J1939
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